P21099 58th STREET PED CROSSING

PROJECT DESCRIPTION

This project will consist of constructing a pedestrian crossing with a median island RRFB flashing

lights and striping at 58th & "A” Streets.
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NOTE:

UTILITY LOCATIONS ARE APPROXIMATE
Do NOT
SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.
THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.
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GENERAL CONSTRUCTION NOTES:

Mo, Fevisior /ls=ue Lule

DRAWN: RBK

GENERAL CONSTRUCTION NOTES

A.

ALL MATERIALS AND WORKMANSHIP WITHIN THE PUBLIC RIGHT-OF-WAY OR
PUBLIC EASEMENTS SHALL MEET CURRENT CITY OF SPRINGFIELD
DEPARTMENT OF PUBLIC WORKS "STANDARD CONSTRUCTION
SPECIFICATIONS AND ODOT STANDARD DRAWINGS & SPECIFICATIONS FOR
SIGNS AND STRIPING WORK IN ADDITION TO THESE PLANS.

OREGON LAW REQUIRES THE CONTRACTOR TO FOLLOW RULES ADOPTED BY
THE OREGON UTILITY NOTIFICATION CENTER. THOSE RULES ARE SET FORTH
IN OAR 952-001-0010 THROUGH OAR 952-001-0100. THE CONTRACTOR MAY
OBTAIN COPIES OF THE RULES BY CALLING THE CENTER. NOTE: THE
TELEPHONE NUMBER FOR THE OREGON UTILITY NOTIFICATION CENTER IS
(800) 332-2344 OR 811.

LOCATION AND/OR DEPTH OF EXISTING UTILITIES SHOWN ON PLANS ARE
APPROXIMATE. ALL UTILITIES MAY NOT APPEAR ON PLANS. IT IS THE
CONTRACTOR'S RESPONSIBILITY TO CONTACT ALL UTILITY COMPANIES FOR
UNDERGROUND LOCATION OF FACILITIES AT LEAST 48 HOURS PRIOR TO
EXCAVATING OR "POTHOLING". THE "ONE-CALL" NUMBER (800) 332-2344 OR
811.

CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH UTILITY
COMPANIES ON THE TIMING OF INSTALLATION OF THEIR FACILITIES.

SPRINGFIELD CODE 10.2.1 REQUIRES NOTIFICATION OF OPEN TRENCHING FOR
THE PROJECT TO ALLOW POSSIBLE COMMUNICATION CABLE INSTALLATION.

THE CONTRACTOR SHALL PROVIDE ALL TRAFFIC CONTROL DEVICES
NECESSARY TO PROTECT AND SAFEGUARD THE PUBLIC AND WORKERS
AGAINST INJURY AND PROTECT THE WORK AGAINST DAMAGE. ALL
TEMPORARY TRAFFIC CONTROL SIGNING AND DEVICES SHALL BE IN PLACE
PRIOR TO BEGINNING WORK. ALL TRAFFIC CONTROL SHALL CONFORM TO
THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND
HIGHWAYS (MUTCD), CURRENT EDITION, AS SUPPLEMENTED AND AMENDED
BY THE OREGON SUPPLEMENTS. FLAGGING SHALL BE PERFORMED AS SHOWN
IN THE THE "OREGON TEMPORARY TRAFFIC CONTROL HANDBOOK FOR
OPERATIONS OF THREE DAYS OR LESS", 2011 OR CURRENT EDITION. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY REQUIRED TRAFFIC
CONTROL AS FIELD CONDITIONS WARRANT. THE CONTRACTOR SHALL
SUBMIT A TRAFFIC CONTROL PLAN AT THE PRE-CONSTRUCTION CONFERENCE
FOR CITY REVIEW AND APPROVAL.

ALL SANITARY AND STORM SEWER CONNECTIONS TO EXISTING CITY OWNED
FACILITIES (PIPE, CATCH BASINS, MANHOLES, ETC.) SHALL BE INSPECTED BY
THE CONTRACTOR AND THE CITY'S PUBLIC WORKS MAINTENANCE
DEPARTMENT PRIOR TO HOOK UP. CONTACT MAINTENANCE AT (541-726-3761)
OR CITY CONSTRUCTION INSPECTOR NO LESS THAN 48 HOURS PRIOR TO
DESIRED INSPECTION TIME.

WHERE CONNECTING TO AN EXISTING PIPE. THE CONTRACTOR SHALL EXPOSE
THE END OF THE EXISTING PIPE AND ALLOW THE ENGINEER TO VERIFY
EXACT LOCATION AND ELEVATION, CONDITION, AND POSITIVE FLOW BEFORE
LAYING ANY NEW PIPE ON THAT SYSTEM.

THE SEWER GRADE SHALL BE PER THE PLANS SPECIFICATIONS AND WITH THE
MINIMUM COVER AS SHOWN ON THE PLANS

THE CONTRACTOR SHALL INTERNALLY TELEVISION INSPECT THE SEWER
AFTER ALL BACKFILL AND BEFORE THE FINAL LIFT OF ASPHALT PAVING. THE
CONTRACTOR SHALL SUPPLY THE CITY WITH A WRITTEN T.V. REPORT AND
VIDEO TAPE OR DVD FOR CITY APPROVAL AT LEAST 2 WORKING DAYS
BEFORE THE PRE-PAVING MEETING.

CONTRACTOR TO SCHEDULE A PRE-PAVING CONFERENCE 24 HOURS PRIOR TO
PAVING. CONTACT THE CONSTRUCTION INSPECTOR.

ALL JOINTS BETWEEN EXISTING and NEW ASPHALT PAVING SHALL BE SEALED
WITH POLYMERIZED ASPHALT AND SANDED TO PREVENT PICK UP.

COMPACTION REQUIREMENTS:

LAYER RATE TEST
SUBGRADE 95% T99
CRUSHED ROCK 95% T180
ASPHALT (LOCAL) 90% RICE
ASPHALT (COLLECTOR/ARTERIAL) 92% RICE
CONCRETE COMPRESSIVE STRENGTH REQUIREMENTS (PSI):
CONCRETE USE FIELD LABORATORY
SIDEWALK/ADA RAMPS 3000 3450
CURBS/GUTTERS 3500 4025
DRIVEWAYS 3500 4025
PAVEMENT 4000 4600

THIS PROJECT SHALL COMPLY WITH THE AMERICAN DISABILITIES ACT
REQUIREMENTS SUCH AS INCORPORATION OF DESIGN CRITERIA FOR RAMPS,
MAXIMUM PROFILE AND CROSS SECTION SLOPES FOR SIDEWALKS,
UPGRADING EXISTING FACILITIES WHERE MAJOR CONSTRUCTION IS
OCCURRING, AND BUILDING WARNING FOR OBJECTS IN SIDEWALK SUCH AS
CURBING OR LANDSCAPING AROUND MAILBOXES.

CONTRACTOR IS RESPONSIBLE TO OBTAIN APPLICABLE PERMITS FROM
OTHER AGENCIES WITH JURISDICTIONS SUCH AS LANE COUNTY, OREGON
DEPARTMENT OF TRANSPORTATION, OREGON DIVISION OF STATE LANDS, THE
ARMY CORPS OF ENGINEERS, OR THE DEPARTMENT OF ENVIRONMENTAL
QUALITY.

ALL IMPROVEMENTS THAT WILL BE PRIVATELY OWNED AND MAINTAINED
WILL BE BOUND BY THE CURRENT REQUIREMENTS OF THE STATE OF OREGON
STRUCTURAL SPECIALTY CODE, PLUMBING SPECIALTY CODE, AND/OR CITY
OF SPRINGFIELD BUILDING DIVISION REQUIREMENTS. CONTRACTOR IS
RESPONSIBLE TO OBTAIN APPLICABLE PERMITS FROM OTHER CITY
DEPARTMENTS PRIOR TO DOING PRIVATE WORK.

EROSION CONTROL MEASURES SHALL BE IN PLACE PRIOR TO THE START OF
CONSTRUCTION. SEE EROSION CONTROL PLAN.

STREET TREES: ONLY STREET TREES WITH A MINIMUM TRUNK CALIPER OF 2
IN. MEASURED 6 IN. ABOVE THE ROOT STEM SHALL BE SELECTED FOR
PLANTING.

A PRE-CONSTRUCTION CONFERENCE IS REQUIRED BEFORE START OF
CONSTRUCTION. ALL UTILITIES, CONTRACTORS and CITY REPRESENTATIVES
SHALL HAVE RECEIVED THE FINAL APPROVED PLANS AT LEAST 5 WORKING
DAYS PRIOR TO THE PRE CONSTRUCTION CONFERENCE.

THE ENGINEER AND/OR CITY HAVE THE RIGHT TO REQUIRE ADDITIONAL
WORK NOT SHOWN HEREIN BUT NECESSARY FOR THE SUCCESSFUL
COMPLETION OF THE PROJECT. STD.SPEC. 104.08.

REQUESTS BY THE CONTRACTOR FOR CHANGES SHALL BE APPROVED BY THE
ENGINEER AND THE CITY IN WRITING PRIOR TO IMPLEMENTATION.

CONTRACTOR SHALL SUBMIT EVIDENCE OF INSURANCE IN ACCORDANCE
WITH THE STANDARD SPECIFICATION TO THE CITY FOR APPROVAL PRIOR TO
BEGINNING WORK.

CONTRACTOR SHALL BE AWARE IF PAVING IS NOT SCHEDULED OR DOES NOT
OCCUR PRIOR TO OCTOBER 15TH, WET WEATHER PROVISIONS INCLUDING
ADDITIONAL ROCK SUBSTRUCTURE AND GEOTEXTILE FABRIC SHALL USED.
REFER TO STANDARD SPECIFICATION SECTION 301.1.01 AND THE TYPICAL
CROSS SECTIONS CONTAINED HEREIN FOR DETAILS

THE CONTRACTOR SHALL VERIFY EACH EXISTING SANITARY AND STORM
CONNECTION.

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE

SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.
THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.
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NOTES:

No. Revision/Issue Date

O L 0e O WL 06 0

EAST SIDE

CONSTRUCT PEDESTRIAN POLE ASSEMBLY
TWO SIDED RRFB & SIGNS.

INSTALL CONCRETE POLE FOUNDATION AT
THE SAME ELEVATION AS WALK.

(SEE DETAIL SHEET D5)

CENTER ISLAND
CONSTRUCT PEDESTRIAN POLE ASSEMBLY

TWO SIDED RRFB & SIGNS.

INSTALL CONCRETE POLE FOUNDATION AT
THE SAME ELEVATION AS TOP OF ISLAND.
(SEE DETAIL SHEET D4)

WEST SIDE

CONSTRUCT PEDESTRIAN POLE ASSEMBLY
RRFB STANDARD W/METER BASE.
INSTALL CONCRETE POLE FOUNDATION AT
THE SAME ELEVATION AS WALK. RRFB

& SIGNS ONE SIDE.

(SEE DETAIL SHEET D1 & ELEC PLAN P4)

CONSTRUCT "MOUNTABLE TYPE C ISLAND”
WITH DOWELS PER MODIFIED ODOT
STANDARD DETAIL RD705 WITH 3,500 PSI
CONCRETE. SEE SHEET D2.

SAWCUT

REMOVE ADA RAMP FACECUT GUTTER.
CONSTRUCT CURB AND

SIDEWALK. PLACE (2) #4 REBAR 6" INTO
EX. GUTTER BAR EA. SIDE.

SEE CITY OF SPRINGFIELD STANDARD DETAIL
3—7 FOR GUTTER REMOVAL.

SEE CITY OF SPRINGFIELD STANDARD

DETAIL 3—8 FOR CURB, GUTTER AND
ASPHALT REMOVAL.

REMOVE EX. SIDEWALK & CURB. FACECUT
GUTTER & CONSTRUCT DEPRESSED ADA
RAMP W/12:1 MAX RAMP, SLOPE

2% SIDE’ SLOPE. PLACE 2'x5’ TRUNCATED
DOME_IN LANDING. SEE SHEET 7.

SEE CITY OF SPRINGFIELD STANDARD DETAIL
3—7 FOR GUTTER REMOVAL.

SEE CITY OF SPRINGFIELD STANDARD

DETAIL 3-8 FOR CURB, AND

ASPHALT REMOVAL.

CONSTRUCT 2” SCH 40 PVC CONDUIT.
SEE SHEET P4 ELECTRICAL PLAN.
SPARE CONDUIT FROM

BACK OF WALK TO BACK OF WALK
AT STREET CROSSING.

CONSTRUCT 2" SCH 40 PVC CONDUIT
BACK OF WALK TO BACK OF WALK.
SEE SHEET P4 ELECTRICAL PLAN.
SEE SHEET D6 FOR BORING DETAIL.

INSTALL 24" WHITE PLASTIC STRIPING
SEE DETAIL SHEET D1

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE

SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE

FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.

THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.
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NOTES: | e

Rectanqular Rapid Flashing Beacon — legend
PP Install pedestrian signal pedestal on frangible base with Rectangular Rapid
mrrg)  Flashing Beacon (RRFB), and APS pedestrian push button and sign. (See NO l E °
RRFB Detail sheet 5 & Special Provisions) o
UTILITY LOCATIONS ARE APPROXIMATE
Install RRFB Network System Controller (NSC) (See Special Provisions) Do NOT
SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
Install (N-Number) No. (G=AWG wire size) type THWN conductors with green CALL FOR UTILITY LOCATES
insulated ground 811 or (1-800-332-2344)
THE CONTRACTOR SHALL BE RESPONSIBLE
Install (X=number of cables) cables with (N=number) AWG No. (G=AWG FOR DETERMINING UTILITY LOCATIONS PRIOR TO
wire size) type 18AWG BELDON 27601A. THESE PLANS MAY NOY SHOW AL (LIES OF
THE CORRECT LOCATIONS.

Install (S=Size) inch schedule 40 PVC electrical conduit.

L Install poly pull line (225 ft./Ib. min. strength).

Install aluminum, 30” x 30" W11—2 "PEDESTRIAN CROSSING” warning sign
with Fluorescent Yellow, Diamond Grade sheeting. (See Special Provisions).

Install aluminum, 24” x 12" W16—7P "ARROW” warning sign with
Fluorescent Yellow, Diamond Grade sheeting. (See Special Provisions).

o

DREOORDOSEOD {®

Install 117 x 18" x 12" precast polymer concrete junction box.
With Concrete Apron See SHEET DETAIL D8.

Install 117 x 18" x 12" precast polymer concrete junction box.
With Concrete Apron See DETAIL SHEET D8.

Install conduit by Horizontal Directional Drilling (Open Trench not allowed.)
(See detail sheet D7 for boring information)

Install 2" conduit spare (cap ends).
Install 120 volt service meter base on Ped. Pole. See Sheet D1.

Install 6” x 8" x 12" service cabinet, 120 volt 60 amp Main, with 15
amp circuit breaker for RRFB. (See SHEET D8.)

Install (X=number of cables) control cables with (N=number) AWG No.
(G=AWG wire size) control cable.

225 FIFTH STREET, SPRINGFIELD, OR 97477
PHONE (541) 726-3753 FAX (541) 736-1021
INTERNET www.cl.springfleld.or.us

City of Opringfield

DEVELOPEMENT & PUBLIC WORKS / ENGINEERING

58th STREET PED CROSSING

PROJECT P21099

ALY PP

12

CONSTRUCTION NOTES:

Install and/or maintain a No. 16 AWG THWN stranded copper wire with
a orange base and blue stripe in ALL conduits as a locate wire.

@ Install (1) Spare 2" Conduit Crossing for future use.

e Install Flashing LED and Signs on Each Side of Pole.
See Sheets D4 and D5.

EXPIRES 12-31-15

—_—

I
i

4o
; l iRT s
SHEET

|
 EN BN BN .
ELE oa




SLIP FIT METALLIC CAP
— WITH THREE SET SCREWS R Rl flea: | pas
12"
o wi-2 36" X 36” —
- (FLUORESCENT YELLOW)
RECTANGULAR RAPID
FLASHING BEACONS N 0 Z E °
— (RRFB) 51" wi1-2 36" X 36" °
UTILITY LOCATIONS ARE APPROXIMATE
A —— (FLUORESCENT YELLOW) . ONS AR
,,,,,, ARROW LEFT OR RIGHT SCALEOR LOCATE UTILITY LINES OR MAINS
=/ / (FLUORESCENT YELLOW)
o RECTANGULAR RAPID GREL R (TN LGS
14-4 FLASHING BEACONS THE CONTRACTOR SHALL BE RESPONSIBLE
(RRFB) FOR DETERMINING UTILITY LOCATIONS PRIOR TO
- BEGINNING OF CONSTRUCTION.
b (SPECIAL PROVISIONS) THESE PLANS MAY NOT SHOW ALL UTILITIES OR
(= | — CONTROLLER CABINET Wi6=7P 30" X 18" ARROW LEFT THE CORRECT LOCATIONS.
1|~ 2 1/2” TYPE "LB" CONDUIT FITTING OR RIGHT 3M VIP DIAMOND GRADE
- . 5 » 3980 SHEETING OR EQUAL
3 1/2° T0 2 1/2" REDUCER BUSHING 5/16
;—..;;%‘ (4S5 GALV. STEEL) — (FLUORESCENT YELLOW)
—
L5/16" 90° WEATHER TIGHT ]
STEEL FLEX FITTING
METER BASE AND 6’ MIN. HT. TO B
> CABINET 2" MIN. “LB CENTER OF METER SOCKET * (ﬁ’g‘msz’}’é""s'?& GA,;(L,V' 45575% DpjpE
“ CONDUIT AS REQUIRED (OR AS REQD. BY S.U.B.) t R it
4" DIA. STD. GALVANIZED STEEL — ASP—ADA COMPLIANT PEDESTRIANPUSH -
SIDEWALK E/,/ PIPE(ASTM A 53, SCH. 40, METER BASE AND — : gg%g%/g’gg gﬁé%%?/v%ug%'/ TCO FACE 2
4-1/2" 00) CABINET 2 MIN, L8 \&|  (SPECIAL PROVISIONS) ' i
CONDUIT AS REQUIRED | w
ggXTA& VélNﬁ,%N ~~—— ASP—ADA COMPLIANT SEE SHEET D7 SERVICE PANEL / SEE ENLARGEMENT THIS SHEET Yﬁ =
d PEDESTRIAN PUSH - 7 » g
SIDEWALK BUTTON,/SIGN FAITTING CONNECTING BOLTS A 307 (4) 1 1/4 \‘Q) z
BLATE Y LENGTHAS REQ'D., HEX. BOLT WITH (1) HEX. O N
BONDING LUG (WHEN WITHOUT SIDEWALK (SIZE_TO FIT TOP OF TRANSFORMER 5/16 NUTAND (2) FLAT WASHERS PER BOLT. =z ‘\&\ Py
REQD.) BASE). HAND HOLE ) go £:8,
6 Mn. ———— 11 —6" - 9883
JUNCTION BOX COVER 5/16" GASKET — 30 LB. 3T , TRANSFORMER BASE 0 NIEEES
BUILDIN@PAPER. TOP_AND |— O S EE: g%
STAINLESS STEEL/BRASS “L” ANGIBLE BASE BOTTOM.GROUT AS REQT. I b LEVELING NUT AND WASHER e V\) o 935
Bolts OR HEX HEAD BOLTS ] - O D53z
. \L 12" MAX. EA. SRR
e e ? o : - —R T - =SS oNn \a%ém
Y PO R b B ] B : £=z
e i I S MERgE S e L =1 | A 2 II-DI_J 2 =ogh
e N ; . ’ 4) 1 1/4” ANCHOR RODS (ASTM A ~— NIEE S
GROUND WIRE COMPACTED BACKFILL < . § , » &
4 I, (Hhen 0 3/4° o GRUSHED : H! )4 ©@#Bers —1 T.0 4|11 307)3' LONG WITH 3 3/4” HOOK. N - Ny
ROCK 114 ) WITH A 12° BOLT CIRCLE. o 1l O |8
. L9t ) L1 (SPECIAL PROVISIONS) — IﬁI:J E,
. a e » L O i
E oot 4 / \'ij s |72 CMBdT o L] 44— concrem Founbamon (pace w one [ b= @
===F5=7 X3 { A== e (TOP 12" SHALL BE SQUARE, REMA;NING W
7 T R AR DEPTH MAY BE ROUND OR SQUARE,
CLE/ g e = ¥ L # 4 HOOPS ON 12" 8 =
o \ . : . A 3500PSI CONC 0
RO < 4 » < : ¥ < \ 0w
SO, . . e 3" MIN. CLEARANCE (TYP.) - A0 e POLE AND FOUNDATION AS PER
; L = = | 'V opoT STD. DRAWING TM457.
/A 2" Min. — 3" Max. , | =
CONDUIT _— s> — G ~ s’ =] %"x 8' GROUND ROD
GROUND ROD < %'« 8 GROUND ROD PRl A e /
/ , 4 /-’ (RC) e .\ | -
Ve . aVya o PUSHFgLéTTON o\
SV L .
INSTALLATION IN SIDEWALK OR AT BACK OF CURB \\. ) \\ < ;"/ - 4/ CROSSWALK
BN WARNING
4y vt DEVICE
\— ®
> ASP—ADA COMPLIANT PEDESTRIANPUSH —
4) 1 1/4” ANCHOR RODS (ASTM A
§o)7)3. /% SNCHOR R Y oA, BUTTON/SIGN ORIENT BUTTON TO FACE
OPPOSITE OF ONCOMING TRAFFIC.
(SPECIAL PROVISIONS)
West Pedestrian Pole - RRFB Standard EXPIRES 12-31-15
SHEET
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Slip Fit Metdllic Cap with
Three Set Screws

wit—2 36" x 36"
(Fluorescent Yellow)

Mo, Pe ision/lezuz Las

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE

51 SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
Wit-2 36" x 36" 811 or (1-800-332-2344)
(Fluorescent ¢ello W) THE CONTRACTOR SHALL BE RESPONSIBLE
. FOR DETERMINING UTILITY LOCATIONS PRIOR TO
Rectangular Rapid BEGINNING OF CONSTRUCTION.
Flashing Beacons (RRFB) THESE PLANS MAY NOT SHOW ALL UTILITIES OR
EaCh sl‘de THE CORRECT LOCATIONS.
Rectangular Rapid (Special Provisions)
=0 Flashing Beacons (RRFB) WIB—7P 30" x 18" ARROW Left
Each Side. or Right 3M VIP DIAMOND GRADE
" » 3980 SHEETING OR EQUAL
Wi6—-7P 30" x 16 T
% ARROW Left or Right 14-4 (Fluorescent Yellow)
(Fluorescent Yellow)
4" Dia. Standard Galv. Steel Pipe
. (ASTM A53, Sch. 40, 4.5" 0.0.) -
4" Dia. Std. Galvanized Steel =
i STM A 53, . 40, ©
5?:;’42., 0..) Sch. 40 ——— ASP—ADA Compliant PedestrianPush o
s Button/Sign Orient button to face =
7 . . ite of oncoming traffic. G
SP—ADA Coml opposite of oncoming S (6
e gush B ttono/n;t"gfnt Pedestrian (Special Provisions) 0 \Q) -
SEE PHOTO THIS SHEET N~
a - Baseplate — 3/4" ASTM A 36 Steel Plate - o ting Bolts A 307 (4) 1 1/4” Z k’o‘\o S
: onnecting Bolts g8
With Apron If Installed In (Size To Fit Top Of Transformer Base). Langth Angeq' o, Hex. Bolt With (1) Hex. %) < g %é :
Areas Without Sidewalk Nut And (2) Flat Washers Per Bolt. (7)) ‘Q =553
(For Details See TM472) s L 5/16" Hand Hole O Q\ oud%
6’ Min. J03%
in P Gasket — 30 Lb, 3 lgn m—ih Transformer Base % V\D g E: 3
‘117. % 10"Bx 12 Building Paper. Tom g §
For Sarvice. Groand Frangible Base Bottom. Grout As Req'd. \ RPN Leveling Nut And Washer onN \O\ « 3d5
nly m \\L 2" MAX. EA. 8 E E agh
— - — ~— E) = E%_
EY “ Walkway ————o | R - = N E S8
4///3// I-, L ety Surface e I L. ESEN 0 L G %3“
et MK A B B e e €, ] >
« e 0 L A (4) 1 1/4” Anchor Rods (ASTM A = 9
: (6) #9 Bars ~—_7.14 |+ 307)3 Long with 3 3/4° Hook. Y w
4 ) with a 12” Bolt Circle O = i
- ] (Special Provisions) Ll
, o BB Concrete Foundation (Place In One O .c
o <| 4 < .44 (Top 12" Shall Be Square, Remaining =
4 4 . Depth May Be Round Or Square) [o0]
. ARG # 4 Hoops On 12° 0w
- - - 2’ PVC Conduit. ' B T
8 g e . 2 d 2 \
. , . 4 4 3" Min. Clearance (Typ.) - 4 a Pole and Foundation as per
g{gpe?’a. x 8 Long e — ﬂy/ = — | | 0DOT Std. Drawing TM457.
Gad. Stesl Ground: Rod b o= %% 8' GROUND ROD 2] | %« 8' GROUND ROD
4 o
2! // [5) PusHF%L';TTUN [s) \
- —— o CROSSWALK
2.7, 4N 4 WARNING
N DEVICE

//a' e = \
O e S

ASP—ADA COMPLIANT PEDESTRIANPUSH
BUTTON/SIGN ORIENT BUTTON TO FACE
OPPOSITE OF ONCOMING TRAFFIC.
(SPECIAL PROVISIONS)

\7 (4) 1 1/4” Anchor Rods (ASTM A

N

EXPIRES 12-31-15

Island Pedestrian Pole
RRFB Standard

307)3’ Long with 3 3/4" Hook. 15"
Rod Circle.

SHEET

D2




Slip Fit Metallic Cap with M. lteisiz=/lssus La.e
Three Set Screws

4” Dia. Std. Galvanized Steel —

| """ Pie(ast 4 53, sch. 40,

wi1-2 36" x 36"
(Fluorescent Yellow) 507

NOTE:

Wit—2 36" x 36" UTILITY LOCATIONS ARE APPROXIMATE

(Fluorescent Yellow) SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES

) ) 811 or (1-800-332-2344)
Rectangular Rapid Flashing H ACTOR SHAL RESPONSI
Beacons (RRFB) THE CONTRACTOR SHALL BE RESPONSIBLE

S FOR DETERMINING UTILITY LOCATIONS PRIOR TO
Each Side. BEGINNING OF CONSTRUCTION.
(Special Provisions) THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.

Rectangular Rapid
Flashing Beacons (RRFB)
each side.

wi6—-7P  30° x 16”
/ ARROW Left or Right

Fluorescent Yellow,
== /— ( )

Wi6—7P 30" x 18" ARROW Left

Ve or Right 3M VIP DIAMOND GRADE
.. 3980 SHEETING OR EQUAL
14-4 (Fluorescent Yellow)
4" Dia. Standard Galv. Steel Pipe
(ASTM A53, Sch. 40, 4.5" 0.D.)
(Y]
——— ASP—ADA Compliant PedestrianPush =
Button/Sign Orient button to face E
i /| opposite of oncoming traffic. w
i (Special Provisions) ‘\Q =
S~ ASP—ADA Compliant Pedestrian ~2 (€
= Push Button/Sign Connecting Bolts A 307 (4) 1 1/4" Q N |
With Apran If Instaled In Baseplate — 3/4” ASTM A 36 Steel Plate hﬁ'}gjﬁﬁs( 562_, Z~t. fvjexh BoltP Vﬁtgof Z) Hex. Z k\g\o 25y
reas Without Sidewal 3 asners Fer . 5S 9
Ao Wi Shon / (Size To Fit Top Of Transformer Base). o Lol % 0 § z8 3
& M | Lgn N B
o - 5/16” Gasket — 30 Lb. e Tranafocroer B O S
17 x.10 . 12 Building Paper. Tom nd (0 a %u 7
Foﬁ ng;r ceo’é ound Frangible Base Bottomn. Grout As Req'd. \ 6l Leveling Nut And Washer O 2 %g §
Only . \\L — fz" MAX. EA. o)) D \O\ o Egg
e 3 1 [o>R11] =ECk
4 R a AT i : 4 23
% R iy sk ————— £ | [ [ =t g il
4 ] T AT 7 AT . =~ NUH=
y Ji B Sl (4) 1 1/4” Anchor Rods (ASTM A N |- S L
) ] (6) #9 Bars — | 7 5 307)3' Long with 3 3/4” Hook. o Ll 6
| ]
. 4 i 4 with a 12° Bolt Circle. — L o
. ! s ! a1 . (Special Provisions) O e =
A B : ¢ ; a L k= a
.. it 2 < 4 i | 3 Concrete Foundation (Place In One ) )
w o (Top 12" Shall Be Square, Remtjining O c
| ..M s L A IAil Depth May Be Round Or Square =
| o = ey < R R == # 4 Hoops On 12" %%
- S| N Y PO S o> = AL L] . 2\ 3500PSI CONC
4 [ » . A "
. | - - 4 3" Min. Clearance (Typ.) 2 - a Pole and Foundation as per
g{gpefu x 8 Long T =] e > |} 0DOT Std. Drawing TM457.
Clad Steel Ground Rod — P PN 2 . %"x 8' GROUND ROD ——
7 U e 3 sL— (o r=mr> o
. . 4
I I S SRR D CROSSWALK
NP WARNING
Nale el DEVICE
< \\' 3 /' 4’
a Wi i
e ak h ASP—ADA COMPLIANT PEDESTRIANPUSH —

\_ BUTTON/SIGN ORIENT BUTTON TO FACE
(4) 1 1/4” Anchor Rods (ASTM A OPPOSITE OF ONCOMING TRAFFIC.

307)3" Long with 3 3/4" Hook. 15"
Rod Circle. (SPECIAL PROVISIONS)

EXPIRES 12-31-15

East Pedestrian Pole - RRFB Standard

SHEET
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INSTALL R4-7 SIGN

24"x30"

4' FROM CURB
SEE STD. DWG 5-18

SAWCUT A.C. (FROM OUTSIDE FOOTINGS) x 8' WIDE,
REMOVE A.C., COMPACT 3/4"-0" TO WITHIN 4" BELOW
EX A.C. SURF, POUR CONC TO PAVEMENT SURFACE
FOR RAMP AREA AND THEN CURB HEIGHT FOR ISLAND.

INSTALL TRUNCATED
DOMES TYP.

3500 PSI CONC

1 Fe qsinr /lscue

NOTE:

Do NOT

FROM THESE DRAWINGS

UTILITY LOCATIONS ARE APPROXIMATE

SCALE OR LOCATE UTILITY LINES OR MAINS

DEVELOPEMENT & PUBLIC WORKS / ENGINEERING

225 FIFTH STREET, SPRINGFIELD, OR 97477
PHONE (541) 726-3753 FAX (541) 736-1021
INTERNET www.ci.springfield.or.us

SHEET

v h===c = R
ﬁ LJ ' . I ' THE CONTRACTOR SHALL BE RESPONSIBLE
l A I < FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.
Re : CONSTRUCT PED POLE | |l TR LA e T Bt 1 i o
o—l 2% |l - 2
. SEE SHEET 5. :
i L L ' ) e/
A 2| = 2% ‘ I . R4.0'
A
- ol I | TYPE 1 Bl DIRECTIONAL
| N o b | | YELLOW MARKER TYP.
3" rad. = =
‘ 9" .. F- INSTALL R4-7 SIGN
L - ] 24"x30"
IR ==Y T Finish 6.0’ — = —a 10.0° |t = 6.0" 4' FROM CURB
t‘e:’:.-:; N q /" orade L\ SEE STD. DWG 5-18
2" SCH 40 PVC CONDUIT @ ’ (D %
3/4" x 8" dowel Z =
Hitn A8 pomt) PLAN - ISLAND = ®
® No dowels reqd. for Type C islands Uo) g
5 wide or wider Q
& 0
/ 1\  TYPEC MOUNTABLE @0 S
NO SCALE = - 2 g Ll o
RRFB POLE Sa =
ASSEMBLY SEE N N
SHEET D1 0 L 3
. 5o
5" CONC. a1 =
ISLAND S0
) T oo
EX. A.C. ;
" 5" CONC. ISLAND
=7 BOGK 4" CONC. WALKWAY
= 4" COMPACTED = AC
3/4"_0“ ROCK Ex. ROCK
I : EX. ROCK -
T 0.
f R 3
4
” 9 P Kt
- 149 ) Yoo
i .
A’I’I o' N 1
_ J/ A . ‘
il s
EXPIRES 12-31-15
2" CONDUIT 2 | m SECTION - I[SLAND

D4




Da=

Feizior/lzsue

NOTE

UTILITY LOCATIONS ARE APPROXIMATE

bonot
SCALE OR LOCATE UTILITY LINES OR MAINS

FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES

811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING UTILITY LOCATIONS PRIOR TO

BEGINNING OF CONSTRUCTION.
THESE PLANS MAY NOT SHOW ALL UTILITIES OR

THE CORRECT LOCATIONS.

snuo'playbutids o mmm LINHILNI
1201-982 (L¥S) Xvd  €62€-92/ (L¥S) INOHd
L2626 HO ‘QTIIHONIMAS 'L3IHLS HLHIH 622

DNIHIINIDONI / SMHOM 2179Nnd 8 LNINIJOTIAIA

pRyEusag fo Fio

ONISSOHO d3d 13341S W8S
660l¢d 103rodd

EXPIRES 12-31-15

SHEET

ISLAND DETAIL




. Feizinr /lzzue Das=

Const. 6" wide (Nom.)
curb at back of ramp.

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE
DO NOT
SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

S THE CONTRACTOR SHALL BE RESPONSIBLE
.......... FOR DETERMINING UTILITY LOCATIONS PRIOR TO
AT . BEGINNING OF CONSTRUCTION.
..... - THESE PLANS MAY NOT SHOW ALL UTILITIES OR
e THE CORRECT LOCATIONS.

225 FIFTH STREET, SPRINGFIELD, OR 97477
PHONE (541) 726-3753 FAX (541) 736-1021
INTERNET www.ci.springfield.or.us

City of Opringfield

DEVELOPEMENT & PUBLIC WORKS / ENGINEERING

58th STREET PED CROSSING

PROJECT P21099

EXPIRES 12-31-15

PARALLEL SIDEWALK RAMP DETAIL
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ISLAND

CONDUIT J-BOX
JUNCTION BOX comeoar
EXISTING
FLOW LINE il BASE (SEE :
GUTTER secrion / NOTE) [

GUTTER
FLOW LINE

CONDUIT

JUNCTION BOX\
- ; 1

APPROX, ESTIMATED
LOCATIONS
CALL FOR LOCATES

COMM
COMM

*NOTE:

1) THE CONTRACTOR IS SOLELY RESPONSIBLE FOR ANY DAMAGE TO THE
EXISTING ROADWAY AND UTILITIES BY BORING ACTIVITIES. REPAIRS ASSOCIATED
TO DAMAGE CAUSED BY BORING ACTIVITIES SHALL BE REPAIRED AT THE
CONTRACTORS EXPENSE.

2) NOTIFY ENGINEER OF PROPOSED DIRECTIONAL BORING PATH PRIOR TO PUSH.

DIRECTIONAL

ELECTRIC O

WATER @

BORING DETAIL

(INFORMATIONAL ONLY—NOT TO SCALE — LOOKING NORTH)

1. Rewisior/lscus i 8-

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE

SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.
THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS,

2' TYPE "B" WHITE ~ /
THERMOPLASTIC /
PER CITY STD.

SEE DETAIL 1

INSTALL 4" YELLOW L\ ——""_"

REFLECTIVE PAINT /™,
SEE STD.DWG 5-21 /]
DETAIL 3 /

b

STRIPING DETAIL

Lane Width (LW)

2'x9" stripes with 3 to 5 gap
(stripes should be centered on L and

|

] _‘/ LW/2 to avoid wheel tracks)
| ' Wheel Tracks

= .
\ o )

- T ——

N T curb
; ur ne
1

DETAIL 1 - STAGGERED CONTINENTAL LAYOUT

General Note:
1. Install crosswalk bars such that the throat of

the ADA ramp is entirely within crosswalk markings,
or 5 back of extended fog line, edge of pavement, or curb face.

(&)
2
&£
[T}
T
RS £
~2 (Y]
S |&
= G
K |osg:
o NJEELE
Z Q\QE?’
2 o)
ALES
O S BgE
e \GEE%E
O wEyE
SUEEE
22 | Sk
(=]
Sa i
>
N i
O Ll
=
o
Ll =
1))
O&
0
o w

EXPIRES 12-31-15
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Control cabinet size

METER BASE
METER BY S.U.B.

T ]7 T 60 amp, 2—pole,
- 600 volt (rating),
Me1t§(r)/se1rwoce Main Circuit Breaker
11

15 amp, 1—pole GFl,
120 volt circpuit breaker

'; To RRFB
Circuit #1 of 1

)

WIRING DIAGRAM
SERVICE & PANEL

SERVICE PANEL DETAIL

NO SCALE

GENERAL NOTES

*Type "A” cabinethas a top hinged lift cover with provision
to hold cover in open position.

-Type "B” cabinethas cover hinged on left or right side
with catch and handle.

« All enclosures shown on this dwg. shall bear a U. L. label
reading: "CUTOUT BOX" (Raintight)

o Cabinets formed from 10 Gage thick sheet metal. Hot dip
galvanized after fabrication or 12 gage type 304 or 306
stainless steel.

e Dimensions are based on the following frame sizes:

o "TEB” for 240 v. rating

e "TED” for 277, 480 and 600 v. rating

e All internal wiring, except field wires, shall be done by a U.L.
listed facility.
e Deadfronts may be fabricated from code thickness
galvanized sheet metal or type 304 or 316 stainless steel.
e For galvanized sheet metal deadfronts:
e Cut edges shall be treated with zinc—rich paint.
e They shall "be primed with vinyl wash primer and
finished with exterior polyurethane enamel.
e The color shall be similar to that of OSHD formula
no. 15—=74 aluminum.
e Install copper, buss bars for main and branch circuits.
e Provide 2 (min.) locater studs near top for dead fronts,
and handle (finger) on dead front near bottom.

CB = Circuit Breaker

C = Contactor

N = Neutral Block (copper)
TS = Test Switch

PCB = Photocell Circuit Breaker

Cover To Be Marked "TRAFFIC
SIGNALS", (Letter Height 1" Min.)

3 Junction Box Cover
With Recessed Lifting
5 Eye or Max. 3/8" Lift Hole.

JUNCTION BOX

Not To Be Used In Travel Lanes, Shoulders Or Areas Exposed To Traffic.
For Location And Junction Box Dimensions, See Plans.

Tipe L w o Type L W 5
81 T 10 12 HH-1 2 30" 2

JUNCTION BOX/ HAND HOLE DIMENSION TABLE

lo. Feuisior/lecus Dass

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE

SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.
THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.

Bonding Lug (When Req'd.)

Bonding Lug (When
Install Junction Req'd.)
Box Level With
Sidewalk

Sidewalk j

Junction Box Cover

Stainless Steel/Brass "L"
Bolts Or Hex Head Bolts

- a

Sl . Compacted Backfill
Qo ,-fOrsaf"-O" Crushed
% Rock

Ground Wire
4' Min.(When
Req'd.)

12" Min.ﬁ

S SRS | Wi
\
AConduitA/
~Ground Rod

INSTALLATION IN SIDEWALK OR AT BACK OF CURB

J-BOX DETAIL (JB-1)

NO SCALE

Junction Box Cover

, 12" Stainless Steel/Brass "L"

| P.C.C. Apron /Bolts or Hex Head Bolts
SR o | SRR NP
/,\{ Ground Wire — Noo /%™ 0% e 0f —L
Wi Regmy T YT g

.“: N ) e 2 .
PN
12" Min. «r (R)>rushed //
2" Min. - 3" Max.

INSTALLATION WITH PORTLAND CEMENT CONCRETE APRON

(For Incidental Travel Areas Only; Gravel Shoulders, Behind Guardrail, Etc.)

NOTE:
Use Stainless Steel / Brass Bolts or Hex Head Bolts To Secure Lid.

J-BOX DETAIL (JB-A1)

NO SCALE

225 FIFTH STREET, SPRINGFIELD, OR 97477
PHONE (541) 726-3753 FAX (541) 736-1021
INTERNET www.ci.springfield.or.us

City of Opringfield

DEVELOPEMENT & PUBLIC WORKS / ENGINEERING

58th STREET PED CROSSING

PROJECT P21099

EXPIRES 12-31-15
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Feisior/lezuz Da.z

5
\ 2" GALVANIZED PIPE CAP

o

NOTE:

(2) 5/16" x 3" PLATED HEX BOLT UTILITY LOCATIONS ARE APPROXIMATE

DO NOT
AND NUT WITH: (2) FLATWASHERS, 2" GALVANIZED PIPE CAP SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)
W11-2 36"x36"
ERlORESaEr THE CONTRACTOR SHALL BE RESPONSIBLE

o

FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.

THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.

W16-9P 24" x 10"
FLUORESCENT

)
) °

/ 2" RIGID GALVANIZED SCHEDULE 40 STEEL PIPE
MALLEABLE BASE COUPLING FLUSH

J WITH SIDEWALK GRADE LEVEL WITH 127 3

K 2" PIPE FOR VERTICAL PLUMB | ———

Sssss | L 307 M. s\

M(]ﬁ 7" MIN.
é

i

NOTE: BEFORE INSTALLING A SIGN BASE

225 FIFTH STREET, SPRINGFIELD, OR 97477
PHONE (541) 726-3753 FAX (541) 736-1021
INTERNET www.ci.springfield.or.us

City of Opringfield

DEVELOPEMENT & PUBLIC WORKS / ENGINEERING

58th STREET PED CROSSING

D
\\ o CONTACT CITY TRANSPORTATION DIVISION Q
e ‘ , TO REQUEST A MARKED SIGN LOCATION. =
R B AN | CALL - (541) 726-3753 DN_
- i‘ R j NS NS AN s —
SEE DETAIL ‘A’ /:‘ \__J/»’ 8
(FOOTING NOTES) - 6" MIN. PCC o
v N - B D:
i o

SETBACK SIDEWALK CURBSIDE SIDEWALK

SIGN INSTALLATION INSTALLATION

Tack Weld coupling to

pipe in two spots.

FOOTING INSTALLATION NOTES o (@

(1) INSTALL 2" SCHEDULE 40 RIGID
GALVANIZED STEEL PIPE.

@ INSTALL 2" THREADED, GALVANIZED, MALLEABLE o

IRON PIPE COUPLING, (CLASS 150) WITH TOP SET . ‘ ®

FLUSH AT FINISHED GRADE. < ' P /

N i Aq

(3) INSTALL 2" RIGID GALVANIZED STEEL o B @

PIPE TACK WELDED TO COUPLING TO | ' : /

PREVENT TURNING Toa < :
(4) INSTALL 1/4" X 8" STEEL PIN (Spike) v / DETAIL A’ _NOTE: DRAWING NOT TO SCALE EXPIRES 12-31-15

TH ROUGH STEEL PIPE [ A - : ALL EYEBOLTS, BOLTS, NUTS, AND WASHERS SHALL BE GALV.

o 4 STEEL UNLESS NOTED OTHERWISE, ALL SET SCREWS SHALL BE
< ) MIN. DIA. 1/4" STAINLESS STEEL WITH SQUARE OR HEX HEADS.

@ INSTALL SIGN BASE ASSEMBLY IN CLASS L] . ALL SPANWIRE HANGERS AND PLUMBIZERS SHALL BE CAST BRONZE.

3300 PORTLAND CONCRETE USING 2' MIN. : s I G N D ETAI L

S
GUIDE ROD TO INSURE SIGN POST WILL 12 SHEET
BE VERTICAL. NO SCALE D9




NOTES:

. PLACE INLET/CATCH BASIN PROTECTION AT EXISTING FIXTURES
. (SEE DETAIL ‘ON SHEET E2.)

GENERAL NOTES:

1. CONCRETE WASHOUTS ARE NOT PROVIDED ON THIS PROJECT

2. SAW CUTTING SLURRY IS TO BE VACUMED

3. ANY AREAS OF EXPOSED SOILS. INCLUDING ROADWAY EMBANKMENTS,
THAT WILL NOT BE DISTURBED FOR TWO DAYS DURING THE WET SEASON
(OCTOBER 1 TO APRIL 30) OR SEVEN DAYS DURING THE DRY SEASON
(MAY 1 TO SEPTEMBER 30) SHALL BE IMMEDIATELY STABILIZED WITH AN

APPROVED ESC METHOD (SEEDING & MULCHING WITH STRAW, BARK,
COMPOST, OR PLASTIC COVERING, ETC.).

Approval of this Erosion and Sedimentation Control Plan (ESCP) does not constitute an approval of
permanent road or drainage design (e.g., size and location of roads, pipes, restrictors, channels,
retention facilities, utilities, etc.).

Approval of this ESCP does not relieve the permit holder and or the contractor from all other
permitting requirements. Prior to beginning construction activities, all other necessary approvals shall
be obtained.

An inspection of the erosion control measures by City LDAP staff is required prior to any ground
disturbance on the site.

The erosion and sediment control measures shown on the plan are the minimum requirements for
anticipated site conditions. During the construction period, these measures shall be upgraded as needed
for unexpected storm events and to ensure that sediment and sediment-laden water does not leave the
site.

The implementation of the ESCP and the construction, maintenance, replacement, and upgrading of the
erosion and sediment control measures is the responsibility of the permit holder and or the contractor
until all construction is completed and accepted by the City and vegetation/landscaping is established
per the required warranty period.

In the event the ESC facilities identified on the ESCP are not functioning properly, the contractor is
responsible for immediately implementing changes to the ESCP as directed by the ESCP engineer or
his inspector. The engineer, his inspector or the City may stop all construction activity on site until the
erosion problem is corrected and all ESC facilities are functioning properly. If the contractor does not
immediately implement changes to the ESCP identified by the ESCP engineer or his inspector, the City
may implement the necessary changes and require payment from the contractor prior to project
acceptance by the City.

The boundaries of the clearing limits shown on this plan shall be clearly flagged in the field by the
engineer prior to construction. During the construction period, no disturbance beyond the flagged
clearing limits shall be permitted. The flagging shall be maintained by the permit holder and or the
contractor for the duration of construction.

The erosion and sediment control measures on active sites shall be inspected and maintained daily and
within the 24 hours after any storm event of greater than 0.5 inches of rain per 24 hour period.
Measures shall be inspected by the permit holder and or the contractor after each rainfall and at least
daily during prolonged rainfall. Any required repairs or adjustments shall be made immediately. The
erosion and sediment control measures on inactive sites shall be inspected a minimum of once every
two (2) weeks or within 48 hours following a storm event. Written records shall be kept of weekly
reviews of the ESC facilities during the wet season (October 1 to April 30) and of monthly reviews
during the dry season (May1 to September 30).

All erosion and sediment control measures shall be protected from damage at all times. Control
measures shall remain in place until permanent or temporary re-vegetation has been stabilized. Any
measure that is damaged or destroyed shall be repaired or replaced immediately.

EROSION CONTROL STANDARD NOTES:

Revicior /lscuc Cale

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE

SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.
THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.

Any areas of exposed soils, including roadway embankments, that will not be disturbed for two days
during the wet season (October 1 to April 30) or seven days during the dry season (May 1 to
September 30) shall be immediately stabilized with an approved ESC method (seeding & mulching
with straw, bark, compost, or plastic covering, etc.).

A supply of materials necessary to meet compliance and implement the LDAP or other best
management erosion practices under all weather conditions shall be maintained at all times on the
construction site.

No hazardous substances, such as paints, thinners, fuels and other chemicals shall be released onto the
site, adjacent properties, or into water features, the City's storm water system, or related natural
resources.

Street sweeping shall be performed as needed or when directed by the City inspector to ensure public
right-of-ways are kept clean and free of debris. Street flushing is prohibited. .
When trucking saturated soils from the site, either water-tight trucks shall be used or loads shall be
drained on site until dripping has been reduced to no more than one gallon per hour. Sediment laden
water will not be allowed to enter the storm water system

Extracted ground water from excavated trenches shall be disposed of in a suitable manner without
damage to adjacent property, public storm water system, water features, and related natural resources.
Approval of a dewatering system does not guarantee that it will meet compliance or be acceptable for
use in all situations. Modifications to the dewatering system will be required if compliance can not be
met. At no time will sediment laden water be allowed to leave the construction site.

At no time shall more than one foot of sediment be allowed to accumulate within a catch basin. All
catch basins and conveyance lines shall be cleaned prior to paving. The cleaning operation shall not
flush sediment laden water into the downstream system.

Any required stabilized construction entrances and roads shall be installed at the beginning of
construction and maintained for the duration of the project. Additional measures, such as wash pads,
may be required to ensure that all paved areas are kept clean for the duration of the project.

Any permanent flow control facility used as a temporary settling basin shall be modified with the
necessary erosion control measures and shall provide adequate storage capacity.

Where straw mulch for temporary erosion control is required, it shall be applied at a minimum
thickness of two to three inches.

In preparation of the wet season, all disturbed areas shall be reviewed to identify which ones can be
seeded in preparation for the winter rains. A sketch map of those areas to be seeded and those areas to
remain uncovered shall be submitted to the City by September 15. The City can require seeding of
additional areas in order to protect surface waters, adjacent properties, or drainage facilities. Disturbed
areas identified for seeding shall be seeded prior to the beginning of the wet season (October 1).
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BIO-FILTER BAGS OR

P | 13 P S L SANDBAGS STAKED N TYP_BOTH SIDES
) e PLACE — TYP OF INLET

H

Ereats 12" MIN

Do LAP

s

HEH

A
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et FACE OF CURB
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GUTTER BAR

NOTES

\B\O*FILTER BAGS OR

SEDIMANT DAM

1. PRIOR TO 1st PAVEMENT LIFT, REMOVE BIO—BAG/SANDBAG BARRIERS AND
INSTALL BASIN INSERT BAG OR CURB INLET SEDIMENT DAM AT ALL INLET

STRUCTURES.

DRAINAGE INLET

1 STRUCTURE PROTECTION

NO SCA

PROVIDE 18" X 24" SIGN.

DESIGNATED
CONCRETE WRAP _STRAW BALES WITH
WASH AREA 4 MIL BLACK VISQUEEN.

7777777 57777
10000000 ALY, ANCHOR VISQUEEN
2000005 440004 WITH SOIL BERM.

i A

PROVIDE 6 STRAW BALES
TO MAKE SQUARE CONTAINMENT AREA.

CONCRETE WASH AREA DETAIL

N.T.S.

SUPPORT POST 10° 0.C. SEDIMENTATION CONTROL FABRIC,
2" 2" 5’ DOUGLAS FIR AMOCO 2122 OR APPROVED EQUAL.
OR APPROVED EQUAL. SECURE FABRIC TO POST WITH TIE
INSURE POST IS STABLE AND WIRE AT TOP, BOTTOM, AND CENTER

CAN SUPPORT FENCE. OF POST.

PROTECTED

DOWNSTREAM DISTURBED GROUND DUE TO

ON-SITE CONSTRUCTION.

\
BACKFILL BOTTOM 6" OF FABRIC WITH

NATIVE TOPSOIL. MINIMIZE DISTURBANCE
OF SILT DURING REMOVAL OF FENCE.

BURY 12" MIN.

SEDIMENTATION CONTROL FABRIC TYPE SILT FENCE

N.T.S.

Revizior /lssuc Cate

NOTE:

UTILITY LOCATIONS ARE APPROXIMATE

SCALE OR LOCATE UTILITY LINES OR MAINS
FROM THESE DRAWINGS
CALL FOR UTILITY LOCATES
811 or (1-800-332-2344)

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING UTILITY LOCATIONS PRIOR TO
BEGINNING OF CONSTRUCTION.
THESE PLANS MAY NOT SHOW ALL UTILITIES OR
THE CORRECT LOCATIONS.

INLET PROTECTION

BASIN GRATE TO
HOLD INSERT
BAG IN POSITION

INSERT BAG EXTENSIONS
FOR BAG REMOVAL
6" MIN. EXTENSIONS

CATCH BASIN

STRUCTURE ~—

ACE_ENVIRONVENTAL
SILTSACK” OR EQUAL

@ CATCH BASIN INSERT BAG

225 FIFTH STREET, SPRINGFIELD, OR 97477
PHONE (541) 726-3753 FAX (541) 736-1021
INTERNET www.cl.springfield.or.us

City of Opringfield

DEVELOPEMENT & PUBLIC WORKS / ENGINEERING
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PROJECT P21099

CATCH BASIN INSERT BAG

EXPIRES 12-31-15

SHEET
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